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525 SERIES
PANEL INDICATOR LED

FEATURES BENEFITS

•  Ø8.1mm mounting
•  Nickel Plated Brass housing
•  Sealed to IP67 - weatherproof
•  White diffused lens
•  Internal potting
•  Reverse protection diode fitted as standard
•  Multi-Colour / RGB LED, individually addressable
•  Range of voltage options

•  Standard industrial mounting size
•  Suitable for harsh environments
•  Suitable for external applications
•  Diffused lens gives wide viewing angle
•  Suitable for high vibration applications
•  Protects against wrong polarity installation
•  One panel indication with 25 LED colours
•  Manufactured with internal resistor
•  Outstanding reliability
•  Vandal resistant

Marl Part
Number LED Colour Typical Voltage

Vopr
Max. Reverse
Voltage

Typical Current
DC Iopr  R/G/B

Typical LED
Luminous
Intensity R/G/B

Typical LED
Wavelength
λp  R/G/B

Operating
Temp
Topr   *

Storage
Temp
Tstg

525-095-21-50 Multi-Colour / RGB 12 100 16/20/7 550/1100/240 @ 20mA 635/523/460 -30 to +85 -40 to +100
525-095-23-50 Multi-Colour / RGB 24-28 100 8/10/3.5 550/1100/240 @ 20mA 635/523/460 -30 to +85 -40 to +100
525-095-24-50 Multi-Colour / RGB 48 100 5.5/6.5/2.5 550/1100/240 @ 20mA 635/523/460 -30 to +85 -40 to +100

Vdc Vdc mA mcd nm °C °C

NOTES

Intensities (lv) may vary between LEDs within a batch.  Additional LED Colours, Voltage Options and Flying Lead lengths available for semi-custom projects.  Please contact our Sales
Team.  All LED components are supplied in anti-static packaging.
* All characterstics given at Ta = 25°C.  Please call for derating information.
White at 12Vdc = 43mA.  Power Dissipation at 516mW 
White at 24Vdc = 21.5mA.  Power Dissipation at 516mW
White at 48Vdc = 14.5mA.  Power Dissipation at 696mW

To order please contact us on +44 (0) 1229 582 430
F +44 (0) 1229 585 155  | E sales@marl.co.uk |  www.leds.co.uk
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White                          Red  Green  Blue               Pink  Teal  Yellow

LED Colours

8.1mm mounting, professional LED Panel Indicator featuring a high
intensity, multi-coloured RGB LED element. Internal circuitry is designed
for operation at a range of voltage options and includes a reverse
protection diode, as standard. Termination is achieved by 4 x 150mm
colour coded flying leads (white lead is common Anode +Ve), the range
of LED colours are individually addressable. This particular device is fitted
with a low profile, white diffused lens assembly to provide excellent on/off
contrast ratio. The precision turned housing is manufactured from brass
with a high quality, bright nickel  finish. Benefits include high optical
performance, outstanding reliability, vandal resistance and sealing
specifications in excess of IP67. The indicator is supplied complete with
full mounting hardware.
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Wire specification:
Black to UL1061
24AWG

525 SERIES
PANEL INDICATOR LED

FEATURES BENEFITS

•  Ø8.1mm mounting
•  Nickel Plated Brass housing
•  Sealed to IP67 - weatherproof
•  White diffused lens
•  Internal potting
•  Reverse protection diode fitted as standard
•  Multi-Colour / RGB LED, individually addressable
•  Range of voltage options

•  Standard industrial mounting size
•  Suitable for harsh environments
•  Suitable for external applications
•  Diffused lens gives wide viewing angle
•  Suitable for high vibration applications
•  Protects against wrong polarity installation
•  One panel indication with 25 LED colours
•  Manufactured with internal resistor
•  Outstanding reliability
•  Vandal resistant

Marl Part
Number LED Colour Typical Voltage

Vopr
Max. Reverse
Voltage

Typical Current
DC Iopr  R/G/B

Typical LED
Luminous
Intensity R/G/B

Typical LED
Wavelength
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Temp
Topr   *
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Tstg

525-095-21-50 Multi-Colour / RGB 12 100 16/20/7 550/1100/240 @ 20mA 635/523/460 -30 to +85 -40 to +100
525-095-23-50 Multi-Colour / RGB 24-28 100 8/10/3.5 550/1100/240 @ 20mA 635/523/460 -30 to +85 -40 to +100
525-095-24-50 Multi-Colour / RGB 48 100 5.5/6.5/2.5 550/1100/240 @ 20mA 635/523/460 -30 to +85 -40 to +100

Vdc Vdc mA mcd nm °C °C

NOTES

Intensities (lv) may vary between LEDs within a batch.  Additional LED Colours, Voltage Options and Flying Lead lengths available for semi-custom projects.  Please contact our Sales
Team.  All LED components are supplied in anti-static packaging.
* All characterstics given at Ta = 25°C.  Please call for derating information.
White at 12Vdc = 43mA.  Power Dissipation at 516mW 
White at 24Vdc = 21.5mA.  Power Dissipation at 516mW
White at 48Vdc = 14.5mA.  Power Dissipation at 696mW
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LED Colours

8.1mm mounting, professional LED Panel Indicator featuring a high
intensity, multi-coloured RGB LED element. Internal circuitry is designed
for operation at a range of voltage options and includes a reverse
protection diode, as standard. Termination is achieved by 4 x 150mm
colour coded flying leads (white lead is common Anode +Ve), the range
of LED colours are individually addressable. This particular device is fitted
with a low profile, white diffused lens assembly to provide excellent on/off
contrast ratio. The precision turned housing is manufactured from brass
with a high quality, bright nickel  finish. Benefits include high optical
performance, outstanding reliability, vandal resistance and sealing
specifications in excess of IP67. The indicator is supplied complete with
full mounting hardware.
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IP67 Rated Panel Mount Indicator

Marl Part No. LED Part 
Number 

Peak Wave 
Length 
λp(nm) 

Emitted Colour Lens 
Appearance 

Electro-Optical Data @ 20mA
Viewing 
Angle Termination 

TYP TYP 
660-308-64 

660-308-64-40 12IN FLYING LEADS 
660-320-64 320 470 BLUE WHITE DIFFUSED 8-48                     90  120 PINS 

660-320-64-40 12IN FLYING LEADS 
660-314-64 314 568 GREEN WHITE DIFFUSED 8-48 14 120 PINS 

660-314-64-40 12IN FLYING LEADS 
660-305-64 305 645 RED WHITE DIFFUSED 8-48 18 120 PINS 

660-305-64-40 12IN FLYING LEADS 
660-311-64 311 585 YELLOW WHITE DIFFUSED 8-48 14 120 PINS 

660-311-64-40 12IN FLYING LEADS 

Marl Part No. LED Part 
Number 

Colour 
Temperatu

re 
Emitted Colour Lens 

Appearance 

Electro-Optical Data @ 20mA
Viewing 
Angle Termination 

TYP TYP 
660-998-64 998 5000K NEUTRAL 

WHITE WHITE DIFFUSED 8-48 1125 120 PINS 
660-998-64-40 12IN FLYING LEADS 

Input Vf 
(VAC/VDC) 

Lamp lv 
(mcd) 

PINS 308 610 AMBER WHITE DIFFUSED 8-48                     45  120 

Lamp lv
 (mcd) 

Input Vf 
(VAC/VDC) 
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